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- PORTAGE CREEK & STREAM/SURFACE WATER LIMIT
FENCE LINE
RAILROAD

- FORMER/REMOVED BUILDING
S - APPROXIMATE PANELYTE PROPERTY BOUNDARY
- APPROXIMATE MHLLC PROPERTY BOUNDARY
- UNDERGROUND OBJECT

- EXISTING CONCRETE FOUNDATION ~ 5' BELOW GRADE

- EXISTING SUBSURFACE CONCRETE (MP 2001)

- PANELYTE MARSHY AREA

PANELYTE LANDFILL
OUT/WESTERN DISPOSAL AREA ENCROACHMENT

BASE MAP ADAPTED FROM DRAWING PROVIDED BY FTC&H
PHASE Il SITE DIAGRAM - 2009.

FORMER BUILDINGS ARE DRAWN FROM MALCOM PIRNIE, INC.
(MP) PRE-GRADED SOIL VERIFICATION SAMPLE LOCATIONS
FIGURE 2-2 - 2001.

ADDITIONAL REFERENCE FIGURES INCLUDE:

FTC&H 2009 FIGURE 1 BOUNDARY SURVEY MAP

FTC&H 2010 FIGURE 2 HISTORICAL SOIL SAMPLING LOCATIONS

AND EXCEEDANCES MAP

CDM 2007 FIGURE 4-4L SCREENING CRITERIA EXCEEDANCES IN

GROUNDWATER SEEP SAMPLES
GENERAL CHEMISTRY
LANDMARK 2003 SITE ORIENTATION MAP
LANDMARK 2003 SOIL ANALYTICAL RESULTS

NOTE THAT LOCATIONS ARE BASED ON MULTIPLE DRAWINGS

WITH SOME INCONSISTENCIES; LOCATIONS SHOULD BE
CONSIDERED APPROXIMATE AND FOR REFERENCE ONLY.
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2403 S. BURDICK STREET, KALAMAZOO, MICHIGAN

FIGURE 2 - SUBSURFACE DEVELOPMENT IMPEDIMENTS

825330

CITY OF KALAMAZOO

FORMER PANELYTE PROPERTY

F2V PROJECT NO.



